
#70942 & #70945 - ESC Cage for the Traxxas #3355R VXL-3S ESC Cage�
�

What's Included: 1 - Base Plate, 1 - Top Cage, 2 - M3 x 14mm Buttonhead 
Screws & 2 - M3 x 8mm Flathead Screws.�

�
Before You Begin: Take note of the 
orientation of your VXL ESC on the chassis. 
Once installed in the cage, it will be returned to 

the chassis in the same position.

Installation: 1) Remove the VXL ESC from the 
chassis and discard the stock mounting screws.

2) Review the RPM ESC Cage Base Plate. It is 
symmetrical with the exception of a cutout on one end. The cutout is 
used to clear chassis features on some vehicles (not all). Set the 
Base Plate on the chassis. If the screw holes do not line up with 
those in your chassis, rotate the Base Plate 180°. Bolt it down using 
the two included M3 x 8mm Flathead Screws.

3) If you plan on running an ESC Fan, remove the fan plug from its 
holder on the case of the VXL ESC now. It cannot be removed once 
the Top Cage is in place.

4) Place the VXL ESC on the Base Plate as shown in the illustration to 
the right. Note the raised back portion of the ESC will sit over the 
cutout of the Base Plate Bolt the Top Cage in place as shown using the 
included M3 x 14mm Buttonhead Screws.

Troubleshooting: Most interference issues can be fixed simply by rotating 
the Base Plate, Top Cage or the entire assembly by 180°.
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